
CAUTION 

ESTIMATED WEIGHTS OF MATERIALS 

CONVERTING FROM VOLUME TO WEIGHT 

(These weights are only to be used as a guide, your load should always be weighed at a certified scale)  

MATERIAL TYPE                  VOLUME                      EQUAL                              
           

APPROX 
WEIGHT 

 

COAL                                              1 CUBIC YARD                                =  2400 lbs  

FIREWOOD*                                 1 CUBIC YARD                                =              2400 lbs  

MULCH                                           1 CUBIC YARD                               =  750 lbs  

SAND**                                          1 CUBIC YARD                               =                                          2600 lbs  

SLATE                                              1 CUBIC YARD                              =                                                      2400 lbs  

STONE OR GRAVEL                       1 CUBIC YARD                              =            2700 lbs  

TOP SOIL***                                  1 CUBIC YARD                              =            2400 lbs  

CONCRETE, SCRAP,LOOSE           1 CUBIC YARD                              =  1855 lbs  

    

Overloading Trailer will Void Manufactures Warranty    
Note 1 ton = 2,000 lbs                                                                                           *Unseasoned red oak one cord equals 4.74 
All weights are approximate                                                                               **Average weight of moist sand  
                                                                                 ***Average weight of moist top soil 

                

  



CUBIC YARD CAPACITY PER PREMIER DUMP MODEL  

DUMP MODEL  CUBIC YDS  

LEHDT 58-5K LP    1.9  

LEHDT 510-5K LP                                                                                                                       2.3  

LEHDT 610-7K LP     3.9  

LEHDT 610-10K LP  3.9  

LEHDT 610-7K DO  3.9  

LEHDT 610-10K DO  3.9  

LEHDT 612-10K LP  4.6  

LEHDT 812-12K LP  5.0  

LEHDT 814-14K LP  5.9 
 

*ALL MEASURMENTS ARE APPROX*    

 

 

 


